CELESTE

CEL.C2.D.0.34.840.H.WH
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SURFACE CELESTE, DIRECT LIGHT DISTRIBUTION, OPAL POLYCARBONATE DIFFUSING OPTIC, LED LIGHT SOURCE,
4000K CCT, HF LED DRIVER. SHEET STEEL BODY WITH WHITE FINISH. DIMENSIONS: (@XH) @ 400 X 80MM
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e Light Distribution: Direct

e Light Source: LED

¢ Colour Temperature: 4000K

¢ Optic: Opal polycarbonate

¢ Nett luminous flux of luminaire: 3690Im

¢ Luminaire efficacy: >109 Im/W

e Colour Rendering Index min.: 80 Ra

¢ Connected Load: 34W

e Driver: HF electronic

¢ Ingress Protection: IP54

* Emergency: 3hr available (also SELF-TEST)
» Options: Sensor, DALI, Corridor, Tunable white

| (el 1 |

I_-

135° 150° 165° 180° 165° 150° 135°
160

1200 10 120°
80

105° 105°

90° 90°

750 750

60° 60°

450 30° 150 0° 150 30° 450

cd/klm

——C0-C180 ——(C90-C270

PHI LIGHTING - BRINGING LIGHT TO LIFE
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